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IN THE CLAIMS: 

1 . (currently amended) A system for servicing household appliances, the system including: 
A. one or more monitoring subsystems associated with the one or more 
household a ppliances, each monitoring subsystem 

i. continuously m onitoring the operations of a given household ap- 
pliance and retaining as functional data information relating to the 
functioning of the household appliance. 

ii. analyzing the functional data and related historical and statistical 
data maint ained bv the monitoring subsystem a nd determining if 
the household appliance is in need of attention to avoid a failure of 
the household a ppliance, and 

iii. transmitting a message indicating that the household a ppliance re- 
quires attention and the r elated functional data, and 

B. a center for receiving the messages sent by the monitoring subsystems 
in a plurality of households, the center analyzing th e respective messages 
and the received data and related functional histori cal and statisti- 
cal data maintained bv the service center and contacting one or 
more users of the associated household appliances to inform them 
of the particular attention required by the household a ppliances to 
avoid failures of the respective household a ppliances- and. on noo - 
e flsary, cnntDoti'n p npplintirj g servioo peopl e to arrango aorvi eejef 
the- houoohold applianc e s . 

2. (original) The system of claim 1 wherein each monitoring subsystem 

a, determines if the associated appliance requires immediate attentions 

b. produces alarm messages when immediate attention is required, and 

c- produces warning messages when other than immediate attention is re- 
quired. 
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3. (previously presented) The system of claim 1 wherein 

a. the monitoring subsystem sends additional functional data or aggregations of 
the data to the center; and 

b. the center processes the data to determine if one or more of the appliances re- 
quires service in addition to the attention required to avoid failure. 

4. (currently amended) The system of claim 3 wherein the center 



determines, if service is required, whether the user of the one or more 
appliances has a service contrac t that covers the particular service, and 
arranges service of the respective appliances in accordance with the 
provisions of the contract; if the user has a service contract. 



5. (previously presented) The system of claim 4 wherein the center further 



determines, if the service required is preventive maintenance, whether 
the maintenance is of the type performed by the user or by an appli- 
ance service person, 

arranges, if the maintenance is to be performed by a service person and 
the user has a maintenance contract for the appliance, 
maintenance to be performed in accordance with the provisions of the 
contract, and 

notifies the user what preventive maintenance is to be done if the 
maintenance is to be performed by the user. 



6. (original) The system of claim 2 further including 

B. a network over which the monitoring subsystems transmit the mes- 
sages; 

C. a gateway connected to the network to receive the messages, the gate- 
way 




\ 
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a. transmitting alarm messages to the center as soon as the mes- 
sages are received, and 

b* retaining warning messages and transmitting the retained mes- 
sages at predetermined times or when other transmissions are 
made to the center. 




7- (previously presented) The system of claim 6 wherein 

each monitoring subsystem aggregates the functional data over time into 
statistical data that relates to the operations of the associated appliance, 
the gateway polls each monitoring subsystem to request the statistical 
d ata, 

the gateway transmits the statistical data to the center at predetermined 
times or when other transmissions are made to the center, and 
the center includes the statistical data in an analysis of the patterns of use 
and the operations of the appliances. 

8. (previously presented) The system of claim 7 wherein the center 

determines if a given appliance should be replaced based on the associated 
patterns of use, 

recommends at appropriate times the replacement of the appliancp with 
one or more appliance models that fit the associated pattern of use, 
determines if the user of the given appliance has a replacement contract, 
and if so, arranges for the delivery and installation of the replacement ap- 
pliance model selected by the user. ^ 
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9. (original) The system of claim 1 wherein one or more of the monitoring subsystems 
are adapters that monitor and analyze the energy consumption of the associated appli- 
ances. 
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10. (original) The system of claim 1 wherein one or more of the monitoring subsystems 
monitor the settings of the associated appliances, and the states of various components of 
the appliances. 

1 1 . (original) The system of claim 1 0 wherein the monitoring subsystems aggregate the 
functional data into historical data, and use the historical data in the analysis of the op- 
erations of the appliances. 

12. (currently amended) A method for servicing household appliances, the method in- 
cluding the steps of: 

A. continuously m onitoring the operations of one or more household 
appliances and retaining as functional data information relating to 
the functioning of the respective household appliances: 

B. analyzing the functional data and related historical and statistical 
data maintained by the respective appliance moni torin g rff-yiripg fl t 
the household a ppliances and dete rmining if the respective appli- 
ances are in need of attention to avoid failures; 

C. transmitting to a remote center one or more messages indicating 
that respective household appliances require attention and related 
functional data; and 

D> at item the center analyzing the messages and the related func- 
tional data received from a plurality of households and related 
functional, historical and statistical data maintained bv the center 
and c ontacting the users of the associated household a ppliances to 
inform them that the respective associated appliances require at- 
tention to avoid failure. 

13. (previously presented) The method of claim 12 further including the steps of 

transmitting data from the household appliances to the center, 
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analyzing at the center the data from all of the household a ppliances in the 
household to determine if one or more appliances requires service in addition to the at- 
tention required to avoid failure. 

14. (previously presented) The method of claim 13 wherein 
the step of analyzing at the household a ppliance further includes deter- 
mining if a given appliance requires immediate attention, and 
the step of transmitting one or more messages further includes producing 
alarm messages when immediate attention is required and producing 
warning messages when other than immediate attention is required. 

15. (previously presented) The method of claim 14 wherein the step of contacting in- 
cludes 

determining, if service is required, whether the user of the appliance has a 
service contract for the appliance, and 

arranging service in accordance with the provisions of the contract, if the 
user has a service contract 

16. (previously presented) The method of claim 15 wherein the step of contacting further 
includes 

determining, if preventive maintenance is required, whether the mainte- 
nance is performed by the user or an appliance service person, 
determining, if the maintenance is to be performed by a service person, 
whether the user has a maintenance contract for the appliance, ^ 
arranging the maintenance to be performed in accordance with the provi- CL 
sions of the contract, and q 

notifying the user what preventive maintenance is to be done if the main- |jj 

n 

tenance is to be performed by the user. 
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17. (previously presented) The method of claim 13 wherein the steps of transmitting in- 
clude 

transmitting the messages and data over a network to a gateway, 
transmitting alarm messages and associated data from the gateway to the 
center as soon as the messages are received by the gateway, and 
retaining warning messages and data at the gateway and transmitting the 
retained messages at predetermined times or when other transmissions are 
made to the center. 

18. (previously presented) .The method of claim 17 wherein 

the step of analyzing further includes aggregating the functional data over 
time into statistical data that relates to the operations of the associated ap- 
pliance, 

the steps of transmitting further include polling from the gateway to re- 
quest the statistical data and other data and transmitting the requested data 
to the center at predetermined times or when other transmissions are made 
to the center, and 

the method further includes the step of including the statistical data in an 
analysis of the patterns of use and the operations of the appliances. 

19. (previously presented) The method of claim 18 wherein the method further includes 
the steps of 

determining if a given appliance should be replaced based on the analysis 
of patterns of use, 

recommending replacement appliance models that fit the associated pat- 
tern of use, 

determining if the user of the given appliance has a replacement contract, 
and if so, arranging for the delivery and installation of the replacement ap- 
pliance model selected by the user. 
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20. (original) The method of claim 12 wherein the step of monitoring includes monitor- 
ing the energy consumption of one or more of the appliances, 

21 „ (original) The method of claim 20 wherein the step of monitoring includes monitor- 
ing the user-controlled settings of the associated appliances, the ambient environment and 
the states of various components of the appliances. 

22. (original) The method of claim 21 wherein the step of analyzing includes aggregating 
the functional data into historical data, and using the historical data in the analysis of the 
operations of the appliances. 



23. (previously presented) The method of claim 22 further including the steps of 



transmitting the functional data to the remote center; 
analyzing the data at the remote center to determine if the one or more ap- 
pliances are in need of attention. 



24. (currently amended) A system for servicing household appliances, the system in- 



A. one or more monitoring subsystems associated with the one or more 
household a ppliances, each monitoring subsystem 



and retaining as functional data information relating to the 
functioning of the appliance, 

ii. analyzing the functional data and related historical and statisti- 
cal data maintained bv the monitoring subsystem and deter- 
mining if the household a ppliance is in need of attention to 
avoid a failure, and 

iiL transmitting the associated functional data and a message indi- 
cating that the household appliance requires attentio n, the mes- 
sage being either an alarm message if immedia te attention is 
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continuously m onitoring the operations of a given appliance 
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required or otherwise a warning message t h e aasooiotod func - 
tional data, and 
iv.poriodioally Iraosnutting-the functional data, 
B. a center for receiving the messages and the data sent by the 
monitoring subsystem s from a plurality of households, the 
center analyzing the messages and the data and related func- 
tional, historical and statist ical data mai ntained bv the center 
and contacting the users of the associated household appliances 
to inform them of the attention required by the respective ap- 
pliances to avoid failures. 

25. (previously presented) The system of claim 24 wherein the center analyses the data 
from all of the appliances in the same household to determine changes in operating envi- 
ronment and uses the results in an analysis of the operations of the various appliance in 
the same household to determine if attention is required. 

26- (previously presented) The system of claim 24 wherein the center analyses the data 
from a given type of appliance in the various households that report to the center and uses 
the results in an analysis of the operations of that type of appliance in each of the house- 
holds to determine if attention is required. 




27. (currently amended) A system for servicing household appliances, the system in- 
cluding: 

A. one or more monitoring subsystems associated with the one or more >* 
household a ppliances, each monitoring subsystem q 
monitoring the operations of a given appliance and retaining as ^ 
functional data information relating to the functioning of the 
appliance, ^ 
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analyzing the functional data and related historical and statisti- 
cal data maintained bv the monitoring subsystem a nd deter- 
mining if the appliance is in need of attention to avoid a failure 
of the appliance, 

setting one or more local alarms when user attention is required 
by the appliance, and , 

transmitting a message indicating that the appliance requires 
attention and the related functional data if the user does not at- 
tend to the appliance within a predetermined time of setting the 
one or more alarms, and 
B. a center for receiving the messages and data sent by the monitoring 
subsystem s in a plurality of households, the center analyzing the data 
and the messages and related functional, historical and statistical data 
and contacting the users of the associated household appliances to in- 
form them of the particular attention required by the given appliance to 
avoid the failure. 



28. (previously presented) The system of claim 27 wherein the center 

further analyzes data from the appliances in a given household to determine if the 
appliance in need of attention requires additional service and if the other appliances re- 
quire service, and 

notifies the user of the additional service required by the given and other appli- 
ances. 



29. (previously presented) The system of claim 28 wherein the center ^ 

further analyzes the data from various appliances in a given household to deter- 
mine environmental conditions in which the appliances are operating, and 

uses die environmental condition information in the analysis of the data from the ^ 
appliances to deterxnine which, if any, of the appliances requires service to avoid a fell- ^ 



ure. 
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30. (previously presented) The system of claim 28 wherein the center further analyses 
the data from a given appliance in accordance with operating data from other appliances 
of the same type to determine if the given appliance requires service to avoid a failure. 

3 1 . (previously presented) The system of claim 28 wherein the monitoring subsystem, 
the center or both further analyses die operating data from a given appliance in accor- 
dance with historical operating data for the same appliance to determine if the given ap- 
pliance requires service to avoid a failure. 

32. (previously presented) The system of claim 28 wherein the center 

determines if the household has a service contract, and 
if so, arranges service for the appliances in accordance with the terms of the service con- 
tract. 

33. (previously presented) The system of claim 27 wherein the center 

further analyses the operating data to determine if the given appliance is being 
used efficiently, and 

as indicated, notifies the user the given appliance is not being used efficiently. 

34% (new) The system of claim 24 wherein the messages include therein message headers 
in which at least one bit is set to one value to indicate alarm messages and set to another 
value to indicate warning messages. 

> 

35. (new) The system of claim 24 wherein the monitoring subsystem further 5k 
associates flags with the messages and sets the respective flags to indicate that 0 

particular messages have been sent, Hj 
checks the flags to determine if a given message has already been sent, and 



sends a message if the flags indicate that the message has not been sent 
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36. (new) A system for servicing household appliances, the system including: 

A. one or more monitoring subsystems associated with the one or more house- 
hold appliances, the monitoring subsystems including 

a. one or more intelligent household appliance monitoring subsystems, 
with each intelligent household appliance monitoring subsystem 

continuously monitoring the operations of a given intelligent house- 
hold appliance and retaining as functional data information relating to 
the functioning of the household appliance, 

analyzing the functional data and related historical and statistical data 
maintained by the monitoring subsystem and determining if the house- 
hold appliance is in need of attention to avoid a failure of the house- 
hold appliance, and 

transmitting a message indicating thai the household appliance re- 
quires attention and related functional data, 

b. one or more adaptors that connect non-intelligent household appliances 
to the system, with each adaptor 

continuously monitoring at least the energy consumption of a given 
non-intelligent household appliance and retaining the energy con- 
sumption information as functional data relating to the functioning of 
the household appliance, 

analyzing the functional data and related historical and statistical data 
maintained by the adaptor and determining if the non-intelligent 
household appliance is in need of attention to avoid a failure of the 
household appliance, and >- 
transmitting a message indicating that the non-intelligent household Q 
appliance requires attention and including therein the related fcnc- ^ 
tionaldata, ^ 
iv, a center for receiving the messages sent by the monitoring sub- 5 
systems and the adaptors in a plurality of households, the cen- ~ 
ter analyzing the messages and the associated received data, > 
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and related functional, historical and statistical data maintained 
by the service center and contacting one or more users of the 
associated intelligent and non-intelligent household appliances 
to inform them of the particular attention required by the 
household appliances to avoid failures of the respective house- 
hold appliances. 

37. (new) The system of claim 36 wherein the adaptors further analyze related historical 
and statistical data in addition to the functional data to determine if the respective non- 
intelligent appliances require attention to avoid failure. 

38. (new) The system of claim 36 wherein the monitoring subsystems 

determine if immediate attention is required to avoid failure, and 
if so send alarm messages and otherwise send warning messages. 

39. (new) The system of claim 38 wherein the monitoring subsystems identify the mes- 
sages as alarm or warning messages by setting at least one bit of a message header to a 
first condition or a second condition. 




40. (new) The system of claim 38 wherein the monitoring subsystems 

associate flags with the messages and sets the respective flags to indicate that 

particular messages have been sent, 

check the flags to determine if a given message has already been sent, and 

send a message if the flags indicate that the message has not been sent. ^ 
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